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SPECIFICATIONS

@@Eb Man-Cam

See Further. See Clearer. See Everything. Specifications

COLOR INSPECTION CAMERA

. 12xZoomf=5.4 to 64.8 mm, Wide Macro Auto Focus
«  Backlight compensation

«  Lighting selections of flood or focus beamed

«  Electronic Shutter: 28 Step (1/60 - 1/10,000 sec)

FEATURES

+  LCD monitor

«  Full Remote operation of camera including focus, zoom and lighting.
- Extendable pole up to 15ft.

+  Operating Voltage: 12VDC

+  Picture Elements: 768 (H) x 494 (V)

+  Operating temperature: -10 to 50° C

« 1/3”"IT CCD Image Sensor

+  470TVL Resolution

+  Video Output: NTSC

«  Minimum Illlumination: 4.5 Lux F1.8 (more than 50 IRE)
+  Light power: 2 - 35 watts

«  Power Consumption: 120W (lights on full)

«  Size:16.0"Wx 19.0"H x 20.0"D

+  Weight 10 Ibs (approx)

Optional Equipment
«  Battery Belt Pack

Warranty

One year parts and labor against defects in manufacturing. Unit or system must be returned to factory for warranty repairs. Damage caused by
user or carrier will not be covered under Ratech’s standard warranty
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