
ProClean® Sugar Residue Digestant 
ProClean Sugar Residue Digestant is an exclusive formulation designed to safely and effectively break 
down sugar buildup. It can be used anywhere high concentrations of sugar or carbohydrates are 
found. 

Drain lines in fast food restaurants, hotels, pubs, bars, convenience stores, parks, vendor stands, 
auditoriums and grocery stores all have a common problem. It is known as the “sugar-snake” – sugar 
from soft drinks and other sugar-laden products (candy, ice cream, juice, etc.) building up inside 
drain lines, specifically inside beverage towers. Inspect beverage and drain lines prior to treatment. If 
buildup is severe, the drain lines should be cleaned. If the lines are not cleaned, it will be necessary 
to apply an initial treatment to overcome the “sugar-snake” buildup in the system and begin the 
biological process.

Regular use of ProClean Sugar Residue Digestant eliminates backups 
and odor problems. Product can be dispensed using a special 
metering device, the Time Flow Meter, that automatically releases the 
product into the drain line throughout the day or night. Refer to the 
dosage chart (pictured right) for suggested application amounts. Sugar 
Residue Digestant is also NSF approved which mean the product is 
safe to use around food processing areas.

PaRT# DeSCRiPTion QuanTiTieS

PC5 Sugar Residue Digestant (2 gallon) 2 per case

ProClean® Concentrated Drain Cleaner
ProClean Concentrated Drain Cleaner is a safe, economical and environmentally friendly solution 
specifically designed to help keep drains free-flowing and prevent buildups from grease, fats 
and soaps. Through natural biological activity, nontoxic, beneficial bacteria absorb the grease 
and organic buildup in your pipes and convert them into harmless carbon dioxide and water. 
In addition, a biofilm coats the inside of your drain pipes and continues to consume the organic 
wastes until the waste is gone. Our formula also has a pleasant herbal fragrance to deodorize 
drains.

ProClean Concentrated Drain Cleaner contains no solvents, acids or caustic ingredients and is 
approved for use by municipalities and water treatment facilities across the country. ProClean 
Concentrated Drain Cleaner will not harm drains - copper, PVC or iron – regardless of how 
often it is used.  Consumers are becoming more and more concerned with the environment and 
are willing to spend more money on green products. ProClean Drain Cleaner is NSF approved 
which means the product is safe to use around food processing areas.  

PaRT# DeSCRiPTion QuanTiTieS

PC2 ProClean gallons 4 per case

PC1 ProClean quarts 12 per case

PC2C Drain Cleaner gallons – Canada 4 per case

Not available for sale in all states. Call for availability.

*48 cases per pallet

Daily Dosage Rate for Drain Lines (up to 1,000-feet) 
with average organic Loads

Drain Line Dosage Approximate Timer Setting
Diameter Amount Min.  Sec.

2" or less 4 oz. 1 50

3" to 4" 10 oz. 2 00

5" to 6" 14 oz. 2 50

7" to 11" 20 oz. 4 00

12" to 15" 26 oz. 4 50

See Page 9 for Time Flow Meter and 
Accessories
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ProClean® Drain Line & Grease Trap Treatment 
ProClean Drain Line & Grease Trap Treatment uses a high concentrate of selectively adapted bacteria to degrade greases, fats, long-
chain fatty acids and other organic wastes. It is ideal for commercial locations, such as restaurants, where a heavier concentration of 
waste products can clog drains quickly. Regular use of ProClean Drain Line & Grease Trap Treatment helps prevent buildup in drain 
pipes and reduces the amount of grease trap pumping required by as much as 65 percent.

ProClean Drain Line & Grease Trap Treatment builds a biofilm of microbes on the walls of the drain lines and grease traps. It works 
around the clock, consuming grease and organic waste before it has a chance to buildup. 

Applications should always be made during the system’s longest period of non-use. Usually this is after cleanup at the end  
of the day. Slow running drains and overloaded grease traps should be cleaned prior to beginning the treatment program.  
For best results, the product should be applied daily with a Time Flow Meter. ProClean Drain Line & Grease Trap Treatment is NSF 
approved which mean the product is safe to use around food processing areas.

PaRT# DeSCRiPTion QuanTiTieS

PC3 Drain Line & Grease Trap Treatment (5 gallon) 32 pails per pallet

Preparation for Treatment
Inspect grease traps and drain lines prior to treatment. If buildup is severe, the grease 
trap should be pumped and drain lines cleaned. If the grease trap is not pumped or the 
lines are not cleaned, it will be necessary to apply an initial treatment to overcome the 
grease and organic buildup in the system and begin the biological process.

See Page 9 for Time Flow Meter and Accessories

Daily Dosage Rate for Grease Traps with average organic Loads

Trap Capacity Dosage Amount Approximate Timer Setting
(approximate gallons*)  Min.  Sec.

50 & below 5 oz. 1 00

100 to 500 10 oz. 2 00

600 to 1000 14 oz. 2 50

1100 to 1500 20 oz. 4 00

1600 to 2500+ 26 oz. 5 15

Daily Dosage Rate for Drain Lines (up to 1,000-feet) with average organic Loads

Drain Line Diameter Dosage Amount Approximate Timer Setting
Min.  Sec.

2" or less 5 oz. 1 00

3" to 4" 8 oz. 1 40

5" to 6" 12 oz. 2 25

7" to 11" 18 oz. 3 40

12" to 15" 24 oz. 4 50

*Cubic feet conversion to gallons is Height x Width x Depth x 75
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Duracable urinal Block
The Urinal Block is an effective and economical tool for businesses and public facilities.  
Duracable’s Urinal Block has a apple fragrance for deodorizing purposes, and also eliminates 
the calcium buildup inside drain lines. Calcium buildup is as solid as concrete  
and has to be chiseled out. Sometimes the buildup is too great and the drain lines and
urinals have to be replaced.
 
Each four-ounce block lasts for approximately 45 days, depending on usage. 

PaRT# DeSCRiPTion QuanTiTieS

DC107 Urinal Block 12 per case

Duracable Fragrance Block
Duracable’s Fragrance Block has a cherry fragrance for deodorizing purposes. It also helps 
dissolve mineral deposits, hard water scale, and uric salts to provide continuous drain 
maintenance. It also has a screen trap to stop other debis from entering the drain line. 
Each block lasts approximately 60 days.

PaRT# DeSCRiPTion QuanTiTieS

DC109 Fragrance Block 12 per case

ProClean Lift Station Grease Dissolver 
The Duracable Lift Station Grease Dissolver provides an easy solution to organic waste build-up that can 
cause problems. The Lift Station Grease Dissolver is composed of safe and natural bacteria that works to 
reduce odor, sludge, fats, oils, and grease build-up. The block allows for 24 hour continuous treatment and 
also greatly reduces the time it takes for dosage maintenance. 

For treatment, hang the block half-way into the water, when station is at the lowest water level. Block must 
be kept in the water at all times, and not allowed to dry out. Block will dissolve over a 30 - 90 day period as 
the waste water flow washes over it. Higher flow rates will result in faster degradation.

PaRT# DeSCRiPTion QuanTiTieS

GTB5 Lift Station Grease Dissolver (5 lbs.) 4 per case

GTB10 Lift Station Grease Dissolver (10 lbs.) 4 per case

GTB30 Lift Station Grease Dissolver (30 lbs.) Individually

Flow Rate Dosage amount

75KGDs-150KGD 5 lbs. block

250KGD-1MGD 10 lbs. block

1MGD + 30 lbs. block

KGD=thousand gallons /day  MGD=million gallons/day
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Time Flow Meter
The ProClean Time Flow Meter uses a microprocessor that automatically injects 
the precise amount of ProClean Sugar Residue Digestant or ProClean Drain Line 
& Grease Trap Treatment into the drain to replenish the biofilm that was washed 
away by the natural flow of water through the system. 

The microprocessor-controlled timer activates a valve that draws the product from 
the container. The microprocessor is capable of 24 separate cycles per day, 7 days a 
week. It is customizable to skip days if need be and has a battery backup system.

PaRT# DeSCRiPTion QuanTiTieS

TFM-WP Time Flow Meter Individually

Drum Pump
The Drum Pump allows for the manual application of product into drain lines 
from five-gallon, 15-gallon and 30-gallon drums.

PaRT# DeSCRiPTion QuanTiTieS

DRUM PUMP Drum Pump Individually

ProClean Drain Care Supporting Materials

PaRT# DeSCRiPTion

PCSKD ProClean Drain Care Sales Training Kit (DVD)

PCDCBR ProClean Drain Cleaner Brochure (25/pack) 

PCDCC ProClean Commercial Drain Care Brochure (25/pack)

PC5 BROCHURE Sugar Residue Digestant bi-fold Brochure (25/pack)

PC3 BROCHURE Drain Line & Grease Trap Treatment Brochure (25/pack)

DC107PKTBRO Urinal & Fragrance Block Brochure (25/pack)

Duracable Manufacturing Company
West Des Moines, IA 50265

sales@duracable.com ProClean® Sugar Residue Digestant 
breaks down sugar-related buildup 

in drain lines in restaurants, convenience 
stores – anywhere sugarladen 

products are dispensed.

ProClean® Brand Sugar Residue 
Digestant is an exclusive biological 
formula that:

• Is used anywhere high concentrations of sugar or 
carbohydrates are found such as beverage stations

• Breaks down sugar and unclogs drain lines quickly 
then keeps lines free-fl owing

• Is non-toxic to humans and non-corrosive to pipes
• Is different from commercial drain care products that 

are designed to break down grease not sugar
• NSF Approved - Can be used in food preparation areas

ProClean® Sugar Residue Digestant is sold in convenient 
two-gallon containers that, on average, provide two to 
three months of treatment for one beverage station.

© Copyright 2012 Duracable Manufacturing Company, West Des Moines, Iowa 
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DC106PktBro

Urinal Block Test 
The photos shown are still shots taken from the video 
inspection of the drain lines during the testing of the  
Duracable® Urinal Block.
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Duracable Manufacturing Company
West Des Moines, IA 50265

sales@duracable.com
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Urinal Blocks
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Commercial
Drain Care

®

w w w . d u r a c a b l e . c o m

You can leave it alone and wait 
until it stops up again; after 
all, all drains eventually clog, 
right?  Or, you can treat it right 
away with ProClean® Drain 
Care Products. 

ProClean Drain Care Products 
are harmless, economical and 
environmentally safe products 
specifically designed to help 
keep drains free-flowing and 
prevent build-up from grease, 
fats and soaps. 

What do you do 
after a drain has 
been cleaned? 

w w w . d u r a c a b l e . c o m

#PCDCC

The ProClean 
Family of Drain 
Care Products
ProClean offers several commercial 
drain care products that are useful 
in many businesses including hotels, 
restaurants, apartment complexes 
and more.  Our drain care products 
are designed to treat the whole 
plumbing system, and not just target 
a  problem area.  Also, our products 
have been approved for use with 
several municipalities because 
it is a natural product and does 
not emulsify down the drain line.  
ProClean Drain Care Products can 
help you stay in business and avoid 
plumbing issues which can interfere 
with your everyday operations.   
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