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See Further. See Clearer. See Everything. Specifications

COLOR INSPECTION CAMERA

+  Compact camera design - (1.375"D x 1.85"L)

Inspects from 2 - 12 inch pipes

512Hz In-Line transmitter

Shock and water resistant encapsulated high resolution low Lux camera module
High intensity LED lighting with polycarbonate cover

Scratch resistant, high impact sapphire lens viewing window

Durable stainless steel housing

Includes 2" sleeve and 3" finned skid

Heavy duty flexible spring assembly

Optional self leveling

MONITOR / CAMERA CONTROL UNIT

«  15"Flat LCD Hi-Res color monitor

- Panascnic DVD-R Recorder

+  80gigabyte hard drive

- On-screen counter with time, date and keyboard/screenwriter
+ Condenser microphone

«  Lights: variable intensity

«  Camera test socket

+  Camera input terminal

«  Video I/O terminals

- Hard-cover carrying case folds to briefcase style

«  Power: 110-130VAC, 60 Hz / 12 VDC (from cigarette lighter)
+  Weight: 43lbs

PUSH CABLE

«  Combination push rod-video cable, 0.475"D with low friction polypropylene jacket
- Water-proof, dual jacket Gel Rod cable
« 200 feet (60 meters) standard length included (lengths up to 400’ available)

COILER

«  Overall size: 32"H x 14"W x 27"D

«  Slip-ring:sealed, continuous contact, maintenance free

«  Weight: 45 |bs (w/ 200 ft. of cable) - Balanced optimized ,

+  Tough, durable powder coat paint finish

l.ltlilty Equipment Sales, Service, Training and Rentals

Phone' 360 828-5732 Locators & Cameras

Cell: 360-903-0558 Vjﬁ:e“‘ E;mm

rs Bs
e eseees  [RIIML  Vomeosen
Sneompany Leak Detectors
brianmoss@rjmcompany.com Pipe Bursting
9808 NE 134th Ave, Vancouver, WA 98682 Biofilters

Ratech Electronics Distributors and Warehouses are located in Canada, U.S.A. , Europe and Australia.
specifications subject to change without notice







