
Product Integrity
The Rhino TriView is so durable and flexible that it can withstand repeated vehicle impacts 
up to 50 MPH and still snap back to its original upright position. The versatile post has 
ultraviolet light stabilizers that keep the bright color of the post from fading in the sun. The 
Rhino TriView is temperature stable from -30 degrees Fahrenheit to +150 degrees. 

TriView Survives Extreme Temperatures
TriView Survives Vehicle Impact

TriView Videos

Rhino Triview™
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US Patent #6099203 & 7025016 & D525721 & pending patents

Product Fact Sheet

Description
The highly visible Rhino TriView’s triangular design ensures that your warning message 
can be seen from any direction. 

360°
Visibility

TriView

TriView
Two-Tone

Post
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Colors and Lengths

Decals

Standard post colors are yellow, white, orange, blue, green, red, purple and brown. Two-
Tone posts are available in these same colors.
Standard cap color is black. Optional cap colors are red, yellow, blue, orange and white. 
Standard lengths are 22”, 48”, 54”, 60”, 66”, 72”, 78”, 84” and 90”.
Custom color posts and caps and custom lengths are available and may require a minimum 
order. Call for details.

A marker posts primary function is to support a warning message that will prevent an 
excavator from digging without calling for a locate. Our standard color fast decals use 

sharply contrasting colors and incorporate the international No-Dig  symbol. This ensures 
that non-English speaking excavators will get the message! The 811 logo is also available 
on most standard decals. Use the 811 logo if you are a One-Call member in the United 

" "

Terminals
Terminals may be added to the Rhino TriView™, converting it to a cathodic protection test 
station, a shield insulation point, or a tracer wire terminal. The Rhino TriView™ test station 
comes in two models, with the terminals protected from the elements, or with the terminals 
exposed for easy access. See the TriView Test Station product fact sheet for more 
information.
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SLIGHTLY RECESSED
RETROFIT TAG

Part #:  RFT-O-FOC-CBD
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Rhino
A-TAG™ Pavement Markers

ATAG_FACT • 8-28-09 

Product Fact Sheet

Description

Durable

Speed up the Locating Process

Prevent Damage to Pipes and Cables

Patch Identification

Identify Buried Valves, Splices, Etc.

Colors

A-TAG markers are embedded into concrete or asphalt. These brightly colored 
UV stable polypropylene markers are slightly recessed, so even snowplows will 
not destroy them.

The warning message is molded into the tag and cannot be removed. The A-TAG 
is UV stabilized, will not fade or become brittle and has a ten year warranty.

As your locate crews find the cable/pipeline, A-TAG markers can be installed in 
addition to paint. Next time you have to locate in that area the locator will know 
right where to start, saving time and money.

Permanent color coded markers imbedded into the concrete or asphalt encourage 
people to call before digging in the area.

A-TAGs can be installed in street and sidewalk patches permanently, identifying 
the company doing the work.

A-TAG markers are simply a sign which is imbedded in the concrete or asphalt. 
You can mark anything from a gas valve to a buried splice, the only limit is your 
imagination.

Standard colors are orange, yellow, blue, green, red and purple. Custom colors are 
available. Call for details.

Patent # 4,888,896

Related Products
•  Retrofit Adhesive in 20 gram bottles.
•  Countersink Retrofit Drill Bit for use in SDS-Plus drills.
•  Refurbishing of drill bit is available.

For Fresh Concrete/Asphalt For Existing Concrete/Asphalt For Installing Retrofit Tag

Countersink Drill Bit

100% Recyclable
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Rhino
Asphalt MagNail™ & Stamped Washer

ASPHALT_FACT • 8-27-09

Product Fact Sheet

Mark asphalt surfaces with the MagNail™ and Stainless Steel asher. Drive the MagNail directly into asphalt and it 
is easily detectable with a magnetic locator. The MagNail has a larger center-point and increased elasticity which dramatically 
reduces breakage.

The 1-1/2” stainless steel washer can be stamped with a message of up to 28 characters including spaces.

Stamped W

NR INA GW

   Stainless Steel Stamped Washer

A = 1-9/16” (39.6 mm)
B = .060” (1.5 mm)
C = 3/8” (9.5 mm)

 MagNail

MagNail Custom Example

Stainless Steel Stamped Washer
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Rhino
Copper Pavement Markers
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Product Fact Sheet

The copper blend pavement marker RMBP1 can be customized with up to 14 characters including 
spaces. It is quickly installed with our custom drill bit and expansion plug. The machine-knurled stem 
grips to and deforms the specially designed ribbed expansion plug. The marker should be countersunk, 
protecting it from snow plows and shovels.

RMBP1

EB RIF

A = 13” (3.2 mm)
B = 1.17” (29.7 mm)
C = .31” (7.9 mm)
D = 1.65” (41.8 mm)

Drill Bit

www.RhinoMarkers.com
http://www.RhinoMarkers.com
http://www.RhinoMarkers.com
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Rhino
Orbital Forged Aluminum &
Bronze Concrete Markers
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Product Fact Sheet

Description

Related Products

These markers are manufactured of orbital forged aluminum, or bronze, to ensure that they will not crack, chip, or break. 
Both styles can be installed by tapping them into wet concrete or epoxy. The RC1 model is 2” in diameter. The RC02 model 
is 3 1/2”in diameter. Orbital Forged Aluminum & Bronze Concrete Markers can be stamped with a custom legend. See the 
artwork requirements page or go to www.RhinoMarkers.com.

Both aluminum and bronze concrete markers are long lasting and can be stamped in the field. The economical aluminum 
concrete markers can be used in low traffic or out of the way areas that are not exposed to salt. The bronze concrete marker 
works best in high traffic areas, areas exposed to salt in the winter and marine salt water environments.

Anchoring Cement sets quickly and is easy to use. 2” Countersink Drill Bit allows you to drill the hole and countersink at the 
same time.

RC1 RC02

A = 2” (51 mm)
B = 2-1/4” (57 mm)
C = 3/4” (19 mm)

A = 3-1/2” (89 mm) 
B = 23/32” (18 mm)
C = 3-5/16” (84 mm)
D = 7/8” (22 mm) 

Custom examples

www.RhinoMarkers.com
http://www.RhinoMarkers.com
http://www.RhinoMarkers.com


 

 2½" CURB MARKERS

GAS & OIL

WATER & SEWER

ELECTRIC

TELECOMMUNICATIONS
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Rhino
®das Curb Markers

DAS_FACT • 7-8-08

Product Fact Sheet

Description

Permanent

Proven Durability

High Visibility

Uniform Appearance

Easy Installation

DOT SPEC Style

Reduce damage to your pipelines/cables by putting a permanent “Call Before You 
Dig” message on curbs. Each time your locators do a locate, they can glue down 
a das Curb Marker leaving a clean looking, professional, warning message. This 
notifies homeowners, contractors , and other excavators that there are 
cables/pipelines in the area.

Once the das adhesive cures it takes a hammer and chisel to remove the das Curb 
Marker.

The das Curb Marker has been in use since 1983. An independent lab test showed 
the marker had very little fading after the equivalent of 30 years of outdoor use. 
Costly remarking is no longer necessary.

Our bright APWA colors are highly visible making it easy for maintenance crews, 
locators, or leak detection surveyors to see them. The das Curb Markers are 
available in both reflective and non-reflective styles and in virtually any size and 
shape.

The das Curb Marker replaces unsightly spray paint for permanent marking, 
improving your company’s public image.

The standard das adhesive requires no mixing. Just apply some to the back of the 
marker and stick it.

The “DOT SPEC” das Curb Marker meets DOT specs for lettering size and 
stroke to be used on line markers. This flush mounted marker can be used in areas 
where above ground markers are difficult to use or in areas where homeowner 
concerns make installation of above ground markers impractical.

8" x 3 3/4"
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Description

Staff Materials

Staff Lengths

Flag Material

Flag Colors

Ink Colors

Related Products

Installation Tools

Custom printed marking flags are used for temporary marking purposes. Utilities 
use them to locate underground lines. Construction companies use them to mark 
plots and for highway construction. Lawn care companies can mark sprinkler or 
irrigation systems. Custom printed flags can also be used for pesticide postings.

Wire: 15.5 gauge steel wire.
Plastic: .125” PVC staff will not get wrapped around mowers or machinery.
Fiberglass: Semi-ridgid .080” staff is non-conductive and easy to install.

Wire Plastic       Fiberglass
15” 18” 18”
18” 21”
21” 24”
24” 30”
30”
36”

High visibility weatherproof 4 mil. plastic. Bright colors are fade resistant and are 
designed for outdoor use.

Orange Red Purple
Yellow White Brown
Blue Green Silver
 

Black Blue White Yellow
Green Red Orange

We also offer Plain Flags and Whisker Flags.

Carrier Probes are available for placing flags in hard, rocky or frozen soil. 

M ARK ING & P ROTECT ION SY STEM S

Rhino
Custom Printed Flags

FLAG_FACT • 1-5-10

Product Fact Sheet

Flag Installation Tool

This sturdy tubular probe is perfect for 
placing flags in hard, rocky or frozen soil. 
The probe is designed to carry 100 flags in 
the handle for convenient installation.

The probe has a rubberized handle (not 
shown) to protect from underground 
electrical hazards. The probe is constructed 
of welded 3/4” (1.9 cm) steel tubing and 
includes a rubber covered steel handle, 4-
3/4” (12.1cm) replaceable steel point, and 
foot step for added leverage. The point can 
be removed and reversed for safety when 
the probe is not in use.

The probe is 30” (76.2 cm) long and lasts a 
lifetime. Weight 4 lbs. (1.8 kg)
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Description

Rhino HIT Kits are used to enhance root cause investigations and to accurately record damage to buried facilities such as 
fiber optic cable, pipelines, electrical lines and more. Use of the HIT Kit in your investigation enables consistent 
documentation across your organization by using a standard tool to record every incident. High visibility Damage and Mark 
posts allow you to photograph the excavation site from different angles and provide a better perspective of the damage or 
near miss. Use of the HIT Kit +2 allows photographing an even larger area and also assists in extrapolating the locate marks 
for a clearer depiction of the scene. Use of the Rhino HIT Kit or HIT Kit +2 can reduce unnecessary and costly legal actions 
when damage occurs.

Document the markings before you dig

Before You Dig...

Industry Best Practices advise excavators to 
document markings BEFORE digging. 
Common Ground Alliance (CGA) 
Excavation Best Practice 5.11 states:
An excavator uses dated pictures, videos or 
sketches with distance from markings to fixed 
objects recorded, to document the actual 
placement of markings.

Why?
The primary purpose of this best practice is 
to avoid unnecessary litigation and expensive 
legal fees for all parties involved.

If You Hit

Photograph the excavation site from different 
angles to provide various perspectives of the 
damage.

Protect Your Interests

This simple kit can save you the time and 
expense of legal proceedings.

The Rhino HIT Kit comes in a convenient 
carrying bag and is easy to assemble and use.

Using the HIT Kit before and after digging 
provides a consistent means of documenting 
the markings at excavation sites.

M ARK ING & P ROTECT ION SY STEM S

Rhino ™Rhino HIT Kit & Rhino HIT Kit +2

http://www.RhinoMarkers.com
http://www.RhinoMarkers.com
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Dry Erase Board Kit (Optional)
This kit lets you add legible notes to the photo.

• 3” x 9” Dry Erase Board printed with Date, Time and Location
• You choose what to write
• Pen
• Eraser
• Velcro Strip & Zip Lock Bag

36” & 72” Ruler Back Side

Product Fact Sheet 
™Rhino HIT Kit & Rhino HIT Kit +2

• 2-7/8” x 14” easy-to-read legends 
on the sides of each post.

• Spikes to secure posts if needed
on uneven ground.

• Brightly colored posts and legends 
make them easy to read in photos.

Location Marker Posts

Ensures measurements are recorded clearly.
The rigid style prevents photographic tricks.                               

Metric

72”

36”

Large scale ruler

HOUSE
123

1

2

345

6

7
8

Photos of Actual Damage investigation

The HIT Kit bag makes the kit easy to store and carry.

HIT Kit Bag

M ARK ING & P ROTECT ION SY STEM S

Rhino

DATE:                                   TIME:

LOCATION:

Damage Investigation: 
Field Investigation Techniques 
Video DVD now available for 
purchase with the HK20-ENG kit.

http://www.RhinoMarkers.com
http://www.RhinoMarkers.com


Colors and Size
All Mark posts are 20” Orange TriView™ posts with a black cap.
All Damage posts are 20” yellow TriView 400  posts with a black cap.
The HIT Kit Bag is 41” by 5.5”
The HIT Kit +2 XL Bag is 39” L by 4” W by 12” H
Rulers are yellow with black markings. The 36” & 72” Ruler have 
Documentation Guidelines printed on the back side.
Mark and Damage posts are available in other colors and sizes but may 
require a minimum order. Call for details.

HITKIT_FACT • 2-3-10 • Page 3 of 3

Optional parts include:
• Dry Erase Board Kit (includes 3” x 9” dry erase 

board, pen, eraser, velcro strip & zip lock bag)”
• Additional Mark Posts with Stand & Spike 

(English or French/English or Spanish/English)
• Additional Damage Posts with Stand & Spike 

(English or French/English or Spanish/English)

 

• Replacement Stands
• Replacement Aluminum Spikes
• Additional Rulers (36”, 72” or 1 Meter)
• Replacement Bags (regular or XL)
• Damage Investigation Video

HIT Kit +2 Information HK220-ENG includes:
3 Mark Posts each with 3 Mark decals
1 Damage Post with 3 Damage decals
1 36” Ruler
4 Stands to hold the posts
4 Spikes to secure the posts
1 XL Bag

HIT Kit Information

HK220-ENG Variations

HK20-ENG includes: 

1 Mark Post with 3 Mark decals
1 Damage Post with 3 Damage decals
1 36” Ruler
2 Stands to hold the posts
2 Spikes to secure the posts
1 Bag

Product Fact Sheet 
™Rhino HIT Kit & Rhino HIT Kit +2
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HK20-ENG Variations
HK20-ENG/72 = HK20 ENG but with a 72” ruler.
HK20-ENG/MET = HK20-ENG but with a metric ruler.
HK20-FRE/ENG = HK20-ENG but with a metric ruler & 1 French & 
1 English decal per post.
HK20-SP/ENG = HK20-ENG but with 1 Spanish & 1 English decal 
per post.
* A Damage Investigation: Field Investigation Techniques Video 
DVD is available for purchase with most HIT Kits.

HK220-ENG/72 = HK220 ENG but with a 72” ruler.
HK220-ENG/MET = HK220-ENG but with a metric ruler.
HK220-FRE/ENG = HK220-ENG but with a metric ruler & 1 French & 
1 English decal per post.
HK220-SP/ENG = HK220-ENG but with 1 Spanish & 1 English decal 
per post.
* A Damage Investigation: Field Investigation Techniques Video DVD 
is available for purchase with most HIT Kits +2s.

HK20-ENG

HK220-ENG

http://www.RhinoMarkers.com
www.RhinoMarkers.com
www.RhinoMarkers.com


Description

Components / Posts

Frames

Panels

Aerial PathMarkers consist of a post, frame and panels. They are used for aerial inspections and surveillance of pipelines 
from the air. They also mark the distance between two points on the pipeline.

Posts may be wood, round pipe or U-channel. An optional Rhino TriView Sleeve over a U-channel post allows for the use of 
a decal with a warning message and identifying information.

The welded frames are 1” x 1” aluminum channel. Mounting brackets are available for each type of post. Hardware is not 
included.

Standard frame sizes are:
12”W X 12”H
18”W X 12”H
18”W X 16”H
24”W X 12”H
24”W X 16”H
27”W X 12”H
27”W X 16”H
36”W X 12”H
36”W X 16”H
48”W X 16”H
Custom sizes are available on request.

Panels are screen printed and available in .125 poly or .063 aluminum. 
Hardware not included. 

Standard colors are UV stable and come in Yellow/Black, 
Orange/Black, White/Black or White/Red.

Standard sizes are:
9”W X 12”H
9”W X 16”H
12”W X 12”H
12”W X 16”H
Custom colors and sizes are available on request.

A Division of REPNET, Inc. 

Rep-518  1/06

Identification Experts Since 1990

M ARK ING & P ROTECT ION SY STEM S

Rhino
Aerial PathMarker™

Product Fact Sheet

AERIAL_FACT • 8-28-09

Can be installed with
rivets or nuts & bolts
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Frame

Panel

U-channel
Optional

TriView Sleeve
Optional

Warning Decal
Optional

Rhino Marking and Protection Systems • A Division of
                                        • Phone: 1-800-522-4343 • Fax: 1-888-522-4343

 REPNET, Inc.
www.RhinoMarkers.com

100% Recyclable
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